Misir J. MARDANOV, Telman K. MELIKOV

## STRENGTHENED OPTIMALITY CONDITION OF THE FIRST TYPE IN DISCRETE SYSTEMS OF CONTROL

Abstract<br>Using specific of a discrete system and new property of optimal control we obtain strengthened optimality condition of linearized type. Also the results illustrating the rich content of the obtained results are cited.

Introduction. Beginning with the paper [1], for discrete systems the necessary optimality conditions are being searched in the form similar to the maximum principle for continuous systems [2]. In the paper [3] the analogue of the maximum principle is proved for a linear (with respect to space variable) discrete control problem with linear quality criterion. Unifortunately, direct extension of L.S. Pontryagin's maximum principle to discrete systems in the general case is impossible [4]. After the paper [4] appeared, the researchers tried to prove the maximum principle in the weakened form (local maximum, stationary state) and to get higher order optimality conditions for various discrete optimization problems. Taking into account the abovementioned and analyzing the results of the papers [4-29 and others], we can say that theory of necessary optimality conditions in discrete systems remains an actual problem even today.

As it is noted in $[5,6,22]$, unlike the continuous one, in the discrete case the linearized maximum principle in the general case is not the corollary of the discrete maximum principle. In this connection we can say that the linearized maximum principle has an independent value. Therefore, there arises theoretical and practical interest for obtaining a new optimality condition of linearized type with the large scope properties being constructively used and more strengthened. The present paper is devoted to the investigation of optimality of controls in such a statement. Here, using the method from [24] taking into account the specific character of the discrete system and the detected new properties of optimal controls (see lemma) we get linearized type optimality conditions satisfying the above properties. In the conclusion, the results illustrating the rich content of the obtained results are cited.

1. Problem statement. It is required to minimize the functional

$$
\begin{equation*}
\mathcal{S}(u)=\Phi\left(x\left(t_{1}\right)\right) \tag{1}
\end{equation*}
$$

on the trajectories of the discrete system

$$
\begin{equation*}
x(t+1)=f(x(t), u(t), t), \quad t \in T, \quad x\left(t_{0}\right)=x^{*} \tag{2}
\end{equation*}
$$

under the constraint

$$
\begin{equation*}
u(t) \in U(t) \subset E^{r}, \quad t \in T \tag{3}
\end{equation*}
$$

where $x=\left(x_{1}, \ldots, x_{n}\right)^{\prime}$ is a state vector (' (the prime) is the transposition operation), $u=\left(u_{1}, \ldots, u_{r}\right)^{\prime}$ is a control vector, $t$ is time (discrete), $x^{*}$ is the given vector, $T=\left\{t_{0}, t_{0}+1, \ldots, t_{1}-1\right\} ; E^{r}$ is the $r$ dimensional Eulidean space; $f(x, u, t)$, $(x, u, t) \in E^{n} \times \times E^{r} \times\left[t_{0}, t_{1}\right]$ is a vector-function continuous in the union of variables together with partial derivatives with respect to $x, u$, and $\Phi(x), x \in E^{n}$ is a continuously-differentiable function; $U(t), t \in T \backslash\left\{t_{1}-1\right\}$ are the given convex sets, and $U\left(t_{1}-1\right)$ is the arbitrary set (not necessarily convex).

We call the controls satisfying condition (3) admissible. An admissible control $u(t), t \in T$ minimizing the functional (1) under the constraint (2) is said to be an optimal control, and the corresponding trajectory $x(t), t \in T \cup\left\{t_{1}\right\}$ of system (2) an optimal trajectory. Therewith the pair $(u(t), x(t))$ is called an optimal process.
2. Formula of increment in quality functional. Let $\left(u^{0}(t), x^{0}(t)\right)$ be some process in problem (1)-(3). Introduce the sets [30]:

$$
\begin{align*}
& U\left[x^{0}(\cdot)\right](t)=\left\{u \in U(t): \triangle_{u} f\left(x^{0}(t), u^{0}(t), t\right)=\right. \\
& \left.=f\left(x^{0}(t), u, t\right)-f\left(x^{0}(t), u^{0}(t), t\right)=0\right\}, t \in T \tag{4}
\end{align*}
$$

Note that the sets $U\left[x^{0}(\cdot)\right](t), t \in T$ are not empty and even if one set $U\left[x^{0}(\cdot)\right](\theta)$ consists of at least of two elements, then it permits to get extra information on the optimality of the control $u^{0}(t), t \in T$ [23]. We also underline that the finding of the elements of the $\operatorname{set} U\left[x^{0}(\cdot)\right](\theta), \theta \in T$ in most cases is simple. For example, in problem (1)-(3) if $f(x(t), u(t), t)=g(x(t), t)+A(x(t), t) u(t), \quad t \in T$, then the finding of the elements of the set $U\left[x^{0}(\cdot)\right](\theta)$ is reduced to the solution of a linear algebraic system of equations.

Lemma. If the control $u^{0}(t), t \in T$ is optimal, then any control $\hat{u}(t) \in U\left[x^{0}(\cdot)\right](t)$, $t \in T$ is optimal, and the pair $\left(\hat{u}(t), x^{0}(t)\right)$ is an optimal process.

The proof of the lemma easily follows from the definition of the set (4).
Along with $u^{0}(t), t \in T$ we consider another admissible control $u^{*}(t), t \in T$ of the form

$$
u^{*}(t)=\left\{\begin{array}{l}
\tilde{u}+\varepsilon \alpha(\tilde{v}-\tilde{u}), t=\theta \in T \backslash\left\{t_{1}-1, t_{1}-2\right\}  \tag{5}\\
\hat{u}+\varepsilon \beta(\hat{v}-\hat{u}), t=\hat{\theta} \in\left\{\theta_{1}, \theta_{2}, \ldots\right\} \cap T \backslash\left\{t_{1}-1\right\} \\
v, \quad t=t_{1}-1 \\
u^{0}(t), \quad t \in T \backslash\left\{\theta, \widehat{\theta}, t_{1}-1\right\}
\end{array}\right.
$$

where $\theta_{i}=\theta+i, i=1,2, \ldots, \tilde{u} \in U\left[x^{0}(\cdot)\right](\theta), \hat{u} \in U\left[x^{0}(\cdot)\right](\hat{\theta}), \tilde{v} \in U(\theta)$, $\hat{v} \in U(\hat{\theta}), v \in U\left(t_{1}-1\right), \alpha \geq 0, \beta \geq 0, \max \{\alpha, \beta\}=\varepsilon_{0}>0, \varepsilon \in\left(0, \frac{1}{\varepsilon_{0}}\right]$.

Note that variation of the control $u^{0}(t), t \in T$ in the form (5) is new and this is the basis of the scheme for investigation of the problem under consideration (1)-(3).

Denote by $\triangle^{*} x(t), t \in T \cup\left\{t_{1}\right\}$ the increment of the trajectory $x^{0}(t), t \in T \cup\left\{t_{1}\right\}$, responding to the special increment $\triangle^{*} u(t)=u^{*}(t)-u^{0}(t), t \in T$ of the control
$\qquad$ $u^{0}(t), t \in T$. It is clear that the increment $\triangle^{*} x(t), t \in T \cup\left\{t_{1}\right\}$ is the solution of the system

$$
\left\{\begin{array}{l}
\triangle^{*} x(t+1)=f\left(x^{0}(t)+\triangle^{*} x(t), u^{*}(t), t\right)-f\left(x^{0}(t), u^{0}(t), t\right),  \tag{6}\\
\triangle^{*} x(t)=0, \quad t \in\left\{t_{0}, \ldots, \theta\right\}
\end{array}\right.
$$

Taking into account (5) and definition of the set $U\left[x^{0}(\cdot)\right](t), t \in T$, and using the Taylor formula from (6) by means of the steps method it is easy to show that

$$
\begin{equation*}
\left\|\triangle^{*} x(t)\right\| \leq K_{1} \varepsilon, \quad t \in T \tag{7}
\end{equation*}
$$

where $K_{1}=$ const $>0,\left\|\Delta^{*} x(t)\right\|$ is an Euclidean norm of the vector $\triangle^{*} x(t)$.
But the solution of the system (6) at the point $t=t_{1}$ is final with respect to $\varepsilon:\left\|\triangle^{*} x\left(t_{1}\right)\right\| \sim \varepsilon^{0}$. Distinguish the principal part of the increment $\triangle^{*} x\left(t_{1}\right)$. From (6) we have

$$
\begin{align*}
& \triangle^{*} x\left(t_{1}\right)=\triangle_{v} f\left(x^{0}\left(t_{1}-1\right), u^{0}\left(t_{1}-1\right), t_{1}-1\right)+ \\
& \quad+\triangle_{\tilde{x}} f\left(x^{0}\left(t_{1}-1\right), v, t_{1}-1\right), v \in U\left(t_{1}-1\right), \tag{8}
\end{align*}
$$

where

$$
\begin{gather*}
\triangle_{\tilde{x}} f\left(x^{0}\left(t_{1}-1\right), v, t_{1}-1\right)= \\
=f\left(x^{0}\left(t_{1}-1\right)+\triangle^{*} x\left(t_{1}-1\right), v, t_{1}-1\right)-f\left(x^{0}\left(t_{1}-1\right), v, t_{1}-1\right) . \tag{9}
\end{gather*}
$$

Taking into attention (7), (9), we get that the second term in (8) has order $\varepsilon$, i.e.

$$
\begin{equation*}
\left\|\triangle_{\tilde{x}} f\left(x^{0}\left(t_{1}-1\right), v, t_{1}-1\right)\right\| \leq K_{2} \varepsilon, K_{2}=\text { const }>0 . \tag{10}
\end{equation*}
$$

Now derive the second order increment of the quality functional. The increment $\triangle^{*} S\left(u^{0}\right)=S\left(u^{*}(\cdot)\right)-S\left(u^{0}(\cdot)\right)$ of the functional (1), caused by (5), allowing for (7)-(10) may be written using the Taylor formula as follows:

$$
\begin{equation*}
\triangle^{*} S\left(u^{0}\right)=\triangle_{v} \Phi\left(f\left(a^{0}\left(u^{0}, t_{1}-1\right)\right)\right)+\triangle_{1}^{*} S\left(u^{0}\right)+o(\varepsilon), \tag{11}
\end{equation*}
$$

where $\varepsilon^{-1} o(\varepsilon) \rightarrow 0$, for $\varepsilon \rightarrow 0$,

$$
\begin{gather*}
\triangle_{v} \Phi\left(f\left(a^{0}\left(u^{0}, t_{1}-1\right)\right)\right)=\Phi\left(f\left(a^{0}\left(v, t_{1}-1\right)\right)\right)-\Phi\left(f\left(a^{0}\left(u^{0}, t_{1}-1\right)\right)\right),  \tag{12}\\
a^{0}\left(u^{0}, t\right)=\left(x^{0}(t), u^{0}(t), t\right), a^{0}(v, t)=\left(x^{0}(t), v, t\right), t \in T,  \tag{13}\\
\triangle_{1}^{*} S\left(u^{0}\right)=\Phi_{x}^{\prime}\left(f\left(a^{0}\left(v, t_{1}-1\right)\right)\right) \triangle_{\tilde{x}} f\left(x^{0}\left(t_{1}-1\right), v, t_{1}-1\right) . \tag{14}
\end{gather*}
$$

Consider the auxiliary-vector-function $\psi^{0}\left(t ; u^{0}(t+1) ; v\right), t \in T \backslash\left\{t_{1}-1\right\}$, as the solution of the:

$$
\left\{\begin{array}{l}
\psi^{0}\left(t-1 ; u^{0}(t) ; v\right)=f_{x}^{\prime}\left(a^{0}\left(u^{0}, t\right)\right) \psi^{0}\left(t ; u^{0}(t+1) ; v\right),  \tag{15}\\
\psi^{0}\left(t_{1}-2 ; u^{0}\left(t_{1}-1\right) ; v\right)=f_{x}^{\prime}\left(a^{0}\left(v, t_{1}-1\right)\right) \psi^{0}\left(t_{1}-1 ; v\right), \\
\psi^{0}\left(t_{1}-1 ; v\right)=-\Phi_{x}\left(f\left(a^{0}\left(v, t_{1}-1\right)\right)\right) ;
\end{array}\right.
$$

where $a^{0}(\cdot)$ is determined from (13). According to (7), (9), (14), (15) for $\triangle_{1}^{*} S\left(u^{0}\right)$ by the Taylor formula it holds the representation

$$
\begin{equation*}
\triangle_{1}^{*} S\left(u^{0}\right)=-H_{x}^{\prime}\left(\psi^{0}\left(t_{1}-1 ; v\right), a^{0}\left(v, t_{1}-1\right)\right) \triangle^{*} x\left(t_{1}-1\right)+o(\varepsilon) \tag{16}
\end{equation*}
$$

where $H(\psi, x, u, t)=\psi^{\prime} f(x, u, t)$.
We substitute (16) in (11) and taking into account (15), have

$$
\begin{gather*}
\triangle^{*} S\left(u^{0}\right)=\triangle_{v} \Phi\left(f\left(a^{0}\left(u^{0}, t_{1}-1\right)\right)\right)- \\
-\psi^{0^{\prime}}\left(t_{1}-2 ; u^{0}\left(t_{1}-1\right) ; v\right) \triangle^{*} x\left(t_{1}-1\right)+o(\varepsilon) \tag{17}
\end{gather*}
$$

Here and in sequel, $o(\varepsilon)$ means the total residual term.
At first calculate the second term in (17) for admissible control (5).
Using the identity

$$
\begin{gathered}
\psi^{0^{\prime}}\left(t_{1}-2 ; u^{0}\left(t_{1}-1\right) ; v\right) \triangle^{*} x\left(t_{1}-1\right)= \\
=\sum_{t=\theta}^{t_{1}-2} \psi^{0^{\prime}}\left(t ; u^{0}(t+1) ; v\right) \triangle^{*} x(t+1)-\sum_{t=\theta_{1}}^{t_{1}-2} \psi^{0^{\prime}}\left(t-1 ; u^{0}(t) ; v\right) \triangle^{*} x(t)
\end{gathered}
$$

and taking into account (5)-(7), (15), by the Taylor formula we get

$$
\begin{gather*}
\psi^{0^{\prime}}\left(t_{1}-2 ; u^{0}\left(t_{1}-1\right) ; v\right) \triangle^{*} x\left(t_{1}-1\right)= \\
=\varepsilon\left[\alpha H_{u}^{\prime}\left(b^{0}(\tilde{u}, \theta ; v)\right)(\tilde{v}-\tilde{u})+\beta H_{u}^{\prime}\left(b^{0}(\hat{u}, \hat{\theta} ; v)\right)(\hat{v}-\hat{u})\right]+ \\
+\left[H_{x}^{\prime}\left(b^{0}(\hat{u}, \hat{\theta} ; v)\right)-H_{x}^{\prime}\left(b^{0}\left(u^{0}, \hat{\theta} ; v\right)\right)\right] \triangle^{*} x(\hat{\theta})+o(\varepsilon) \tag{18}
\end{gather*}
$$

where

$$
\begin{gather*}
b^{0}\left(u^{0}, t ; v\right)=\left(\psi^{0}\left(t ; u^{0}(t+1) ; v\right), x^{0}(t), u^{0}(t), t\right), \quad t \in T \backslash\left\{t_{1}-1\right\}, \\
b^{0}(u, t ; v)=\left(\psi^{0}\left(t ; u^{0}(t+1) ; v\right), x^{0}(t), u, t\right), \quad t \in\{\theta, \hat{\theta}\}, \quad u \in\{\tilde{u}, \hat{u}\} \tag{19}
\end{gather*}
$$

In what follows, solving system (6) by means of the steps method (sequentially with respect to $\left.t: t=\theta_{1}, \theta_{2}, \ldots, \hat{\theta}\right)$ and by the Taylor formula for $\triangle^{*} x(\hat{\theta})$ it is not difficult to get the expansion of the form

$$
\begin{equation*}
\triangle^{*} x(\hat{\theta})=\varepsilon \alpha Z\left(\hat{\theta} ; \theta, u^{0}\right) f_{u}\left(x^{0}(\theta), \tilde{u}, \theta\right)(\tilde{v}-\tilde{u})+o(\varepsilon) \tag{20}
\end{equation*}
$$

where the matrix $Z\left(\hat{\theta} ; \theta, u^{0}\right)$ is the value of the solution $Z\left(t ; \theta, u^{0}\right)$ of the following system at the point $\hat{\theta}$ :

$$
\left\{\begin{array}{l}
Z\left(t+1 ; \theta, u^{0}\right)=f_{x}\left(x^{0}(t), u^{0}(t), t\right) Z\left(t ; \theta, u^{0}\right), \quad t \in\left\{\theta_{1}, \theta_{2}, \ldots, t_{1}-3\right\}  \tag{21}\\
Z\left(\theta_{1} ; \theta, u^{0}\right)=E, E-\text { is a unique } n \times n \text { matrix. }
\end{array}\right.
$$

[Strengthened optimality condition of the...] ${ }^{6}$
Thus, according to (12), (18), (20) from (17) for $\triangle^{*} S\left(u^{0}\right)$ we get a formula of the form:

$$
\begin{gather*}
\triangle^{*} S\left(u^{0}\right)=\triangle_{v} \Phi\left(f\left(x^{0}\left(t_{1}-1\right), u^{0}\left(t_{1}-1\right), t_{1}-1\right)\right)- \\
-\varepsilon\left[\alpha \psi^{0^{\prime}}\left(\theta ; u^{0}\left(\theta_{1}\right) ; v\right) f_{u}\left(x^{0}(\theta), \tilde{u}, \theta\right)(\tilde{v}-\tilde{u})+\beta \psi^{0^{\prime}}\left(\hat{\theta} ; u^{0}(\hat{\theta}+1) ; v\right) \times\right. \\
\left.\times f_{u}\left(x^{0}(\hat{\theta}), \hat{u}, \hat{\theta}\right)(\hat{v}-\hat{u})\right]+\varepsilon \alpha\left[\psi^{0^{\prime}}(\hat{\theta}-1 ; \hat{u} ; v)-\psi^{0^{\prime}}\left(\hat{\theta}-1 ; u^{0}(\hat{\theta}) ; v\right)\right] \times \\
\times Z\left(\hat{\theta} ; \theta, u^{0}\right) f_{u}\left(x^{0}(\theta), \tilde{u}, \theta\right)(\tilde{v}-\tilde{u})+o(\varepsilon) \tag{22}
\end{gather*}
$$

where $\alpha \geq 0, \beta \geq 0, v \in U\left(t_{1}-1\right), \hat{v} \in U(\hat{\theta}), \tilde{v} \in U(\theta)$,

$$
\tilde{u} \in U\left[x^{0}(\cdot)\right](\theta), \quad \hat{u} \in U\left[x^{0}(\cdot)\right](\hat{\theta}), \quad \theta \in\left\{t_{0}, \ldots, t_{1}-3\right\}
$$

$Z\left(\hat{\theta} ; \theta ; u^{0}\right)$ is determined from the system (21), $\psi^{0}\left(t ; u^{0}(t+1) ; v\right)$ is the solution of the system (15), $\psi^{0}(\hat{\theta}-1 ; \hat{u} ; v)$ are determined according to (15) as follows:

$$
\begin{equation*}
\psi^{0}(\hat{\theta}-1 ; \hat{u} ; v)=f_{x}^{\prime}\left(x^{0}(\hat{\theta}), \hat{u} ; \hat{\theta}\right) \psi^{0}\left(\hat{\theta} ; u^{0}(\hat{\theta}+1) ; v\right) \tag{23}
\end{equation*}
$$

3. Optimality conditions. Consider the sets:

$$
\begin{equation*}
U_{0}\left(t_{1}-1\right)=\left\{v \in U\left(t_{1}-1\right): \triangle_{v} \Phi\left(f\left(x_{0}\left(t_{1}-1\right), u^{0}\left(t_{1}-1\right), t_{1}-1\right)\right)=0\right\} . \tag{24}
\end{equation*}
$$

Obviously $U\left[x^{0}(\cdot)\right]\left(t_{1}-1\right) \subset U_{0}\left(t_{1}-1\right)$ and $u^{0}\left(t_{1}-1\right) \in U_{0}\left(t_{1}-1\right)$.
Theorem 1. Let $\left(u^{0}(t), x^{0}(t)\right)$ be an optimal process in problem (1)-(3), $\psi^{0}\left(t ; u^{0}(t+1) ; v\right)$ and $Z\left(t ; \theta, u^{0}\right)$ be the solutions of the systems (15) and (21), respectively. Then the following inequalities are fulfilled

$$
\begin{align*}
& \triangle_{v} \Phi\left(f\left(x_{0}\left(t_{1}-1\right), u^{0}\left(t_{1}-1\right), t_{1}-1\right)\right) \geq 0, \forall v \in U\left(t_{1}-1\right) ;  \tag{25}\\
& \psi^{0^{\prime}}\left(t_{1}-2 ; u^{0}\left(t_{1}-1\right) ; v\right) f_{u}\left(x^{0}\left(t_{1}-2\right), \hat{u}, t_{1}-2\right)(\hat{v}-\hat{u}) \leq 0,  \tag{26}\\
& \forall v \in U_{0}\left(t_{1}-1\right), \forall \hat{v} \in U\left(t_{1}-2\right), \forall \hat{u} \in U\left[x^{0}(\cdot)\right]\left(t_{1}-2\right) ; \\
& \quad\left\{\psi^{0^{\prime}}\left(\theta ; u^{0}\left(\theta_{1}\right) ; v\right)+\left[\psi^{0^{\prime}}(\hat{\theta}-1 ; \hat{u} ; v)-\right.\right. \\
& \left.\left.-\psi^{0^{\prime}}\left(\hat{\theta}-1 ; u^{0}(\hat{\theta}) ; v\right)\right] Z\left(\hat{\theta} ; \theta ; u^{0}\right)\right\} f_{u}\left(x^{0}(\theta), \tilde{u}, \theta\right)(\tilde{v}-\tilde{u}) \leq 0,  \tag{27}\\
& \forall \theta \in\left\{t_{0}, \ldots, t_{1}-3\right\}, \forall \hat{\theta} \in\left\{\theta_{1}, \ldots, t_{1}-2\right\}, \forall v \in U_{0}\left(t_{1}-1\right), \\
& \forall \tilde{v} \in U(\theta), \forall \tilde{u} \in U\left[x^{0}(\cdot)\right](\theta), \forall \hat{u} \in U\left[x^{0}(\cdot)\right](\hat{\theta}),
\end{align*}
$$

where $\psi^{0}(\hat{\theta}-1 ; \hat{u} ; v)$ are determined by (23), and $\triangle_{v} \Phi(f(\cdot))$ by (12), (13).
Proof. As along the optimal process $\left(u^{0}(t), x^{0}(t)\right)$ in the representation (22) the left-hand side is non-negative, then we directly get the proof of optimality condition (25). In what follows, let in (22) $\alpha=0$ and $\hat{\theta}=t_{1}-2$ then according to (20), (24) from (22) the validity of condition (26) follows. If in (22) $\beta=0$, then with regard
to $(24)$, from (22) we get the proof of optimality condition (27). The theorem is proved.

Cite a more effective (both in verification and calculational aspects) corollary of the theorem.

Corollary 1. For optimality of the admissible control $u^{0}(t), t \in T$ it is necessary that inequalities (25), (26) and the following inequality be fulfilled

$$
\begin{gather*}
\psi^{0^{\prime}}\left(\theta_{1} ; u^{0}\left(\theta_{2}\right) ; v\right) f_{x}\left(x^{0}\left(\theta_{1}\right), \hat{u}, \theta_{1}\right) f_{u}\left(x^{0}(\theta), \tilde{u}, \theta\right)(\tilde{v}-\tilde{u}) \leq 0  \tag{28}\\
\forall \theta \in\left\{t_{0}, \ldots, t_{1}-3\right\}, \forall v \in U_{0}\left(t_{1}-1\right), \forall \tilde{v} \in U(\theta), \forall \tilde{u} \in U\left[x^{0}(\cdot)\right](\theta), \\
\forall \hat{u} \in U\left[x^{0}(\cdot)\right]\left(\theta_{1}\right)
\end{gather*}
$$

For proving Corollary 1, in (27) it suffices to take into account (15), (21), (23) and $\hat{\theta}=\theta_{1}$.

It should be noted 1) that if in addition to conjectures of point 1 the set $U\left(t_{1}-1\right)$ in convex, then necessary optimality conditions established in $[5,23,29]$ follow from the Theorem. The theorem differs from the earlier known ones [5,29] with more complete account of information on specific character of system (2) and properties of the optimal control (see the lemma), and in this sense is the strengthening of the last ones (see [23] and also the example); 2) If in problem (1)-(3) the sets $U(t), t \in T \backslash\left\{t_{1}-1\right\}$ are open, the assertion of the theorem in another form was established in [24].

Consider the illustrative examples indicating the rich content of the obtained results.
4. Examples. Consider an example indicating the rich content of the obtained results.

Example 1. $x_{1}(t+1)=u_{1}(t), x_{2}(t)=x_{1}^{\frac{3}{2}}(t)-u_{2}(t), x_{3}(t+1)=x_{2}(t) u_{2}(t)$, $x_{i}(0)=0, i=1,2,3 ; T=\{0,1,2\}, t_{1}=3 ; U(t)=U_{1}(t) \times U_{2}(t), t \in T$, where $U_{1}(t)=[0,1], t \in T, U_{2}(t)=[-1,1], t \in T, \Phi\left(x_{1}, x_{2}, x_{3}\right)=x_{2}\left(x_{3}+x_{1}\right), S(u)=$ $\Phi(x(3))$.

Study the control $u^{0}(t)=(0,0)^{\prime}, t \in T$ for optimality. It is easy to calculate $x^{0}(t) \equiv(0,0,0)^{\prime}, \Phi_{x}\left(x^{0}(3)\right)=(0,0,0)^{\prime}($ degenerated case [5,29, p.89]), $f\left(x^{0}(2), u^{0}(2), 2\right)=(0,0,0)^{\prime}, f\left(x^{0}(2), v, 2\right)=\left(v_{1},-v_{2}, 0\right)^{\prime}$, where

$$
\begin{gathered}
\left(v_{1}, v_{2}\right) \in U(2)=[0,1] \times[-1,1] ; \Phi\left(f\left(x^{0}(2), v, 2\right)\right)=-v_{1} v_{2}, \\
\Phi\left(f\left(x^{0}(2), u^{0}(2), 2\right)\right)=0, \Phi_{x}\left(f\left(x^{0}(2), v, 2\right)\right)=\left(-v_{2}, v_{1},-v_{2}\right)^{\prime},
\end{gathered}
$$

$f_{x}\left(x^{0}(2), v, 2\right)=\left(q_{i j}\right)$, where $q_{32}=v_{2}, q_{i j}=0,(i, j) \neq(3,2)$.
Further, $U\left[x^{0}(\cdot)\right](t)=\left\{(0,0)^{\prime}\right\}=u^{0}(t), t \in T ; f_{u}\left(x^{0}(t), u^{0}(t), t\right)=\left(p_{i j}\right)$, $t \in\{0,1,2\}$, where $p_{11}=1, p_{22}=-1, p_{i j}=0, i \in\{1,2,3\}, j \in\{1,2\}$.

Note that the previously known optimality conditions, for instance, from [4, 5, $9,22,29]$ are ineffective for the given example. Use the optimality condition (25). It takes the form $-v_{1} v_{2} \geq 0$, for all $v_{1} \in[0,1]$ and $v_{2} \in[-1,1]$, that is impossible. Consequently, the control $u^{0}(t)=(0,0)^{\prime}, t \in T$ is not optimal by condition (25).

Now let's consider a new problem in which in Example 1 we accept the set $U$ (2) in the form: $U(2)=[0,1] \times[-1,0]$. Then condition (25) is fulfilled, and leaves the control $u^{0}(t) \equiv(0,0)^{\prime}$ among the pretendes for an optimal one. Continuing investigations for optimality of the control $u^{0}(t) \equiv(0,0)^{\prime}$, we use condition (26). Using the above calculations and taking into account (15), (24), we have:

$$
\psi^{0^{\prime}}(2 ; v) f_{x}\left(x^{0}(2), v, 2\right) f_{u}\left(x^{0}(1), u^{0}(1), 1\right)\left(\hat{v}-u^{0}(1)\right)=-v_{2}^{2} \hat{v}_{2} \leq 0
$$

for all $\left(0, v_{2}\right)^{\prime} \in U_{0}(2)=\left\{\left(v_{1}, v_{2}\right)^{\prime}: v_{1} v_{2}=0, v_{1} \in[0,1], v_{2} \in[-1,0]\right\}$ and $\hat{v}_{2} \in$ $U_{2}(1)=[-1,1]$. This is impossible. Thus, the control $u^{0}(t) \equiv(0,0)^{\prime}$ is not optimal now by optimality condition (26).

## References

[1]. Krasovsky N.N. On a optimal regulation problem. Prikladnaya matematika I mekhanika. 1957, vol. 21, issue. 5 (Russian).
[2]. Pontryagin L.S., Boltyanskii V.G., Gamkrelidze R.V., Mishchenko E.F. The Mathematical Theory of Optimal Processes, Wiley, New York, 1962 (in Russian).
[3]. Rozonoer L.I. L.S. Pontryagin's maximum principle in theory of optimal systems. Avtomatika i telemekhanika, 1959, vol. 20, No 12 (Russian).
[4]. Butkovskii A.G. On necessary and sufficient optimality conditions for impulse control systems. Avtomatika i telemekhanika. 1963, vol. 24, No 8, pp. 10561064 (Russian).
[5]. Gabasov R.K. To theory of optimal discrete processes. Zhurnal vychis. matem. and fiziki. 1968, vol. 4, No 8, pp. 780-796 (Russian).
[6]. Gabasov R., Kirillova F.M. On the theory of necessary optimality conditions for discrete systems. Autom. Remote Control 1969, 30, pp. 39-47 (Russian).
[7]. Gabasov R., Kirillova F.M., Mordukhovich B. Discrete maximum principle. Doklady AN SSSR. 1973, 213, pp. 19-22 (in Russian).
[8]. Halkin H. A maximum principle of the Pontryagin type for systems described by nonlinear difference equations. SIAM J. Control, 1966, 4, pp.90-111.
[9]. Holtzman J.M., Halkin H. Directional convexity and the maximum principle for discrete systems, J. SIAM Control, 1966, vol. 4, No 2, pp. 213-275.
[10]. Dzyuba N.N., Pshenichniy B.N. On discrete maximum principle. Kibernetika, 1975, No 2. pp. 25-36 (Russian).
[11]. Dubovitskiy A.Ya. Discrete maximum principle. Avtomatika i telemekhanika. 1978, No 10. (Russian).
[12]. Dolezal J. Optimal control discrete-time systems. Lecture Notes in Control and Information Sciences, 1988, vol. 174. Springer, New York.
[13]. Fan Lian-Chen. Wan Chu-Sen. Discrete maximum principle. "Mir", 1967, 180 p. (Russian)
[14]. Ashchepkov L.T. Optimal control with discontinuous systems. M. "Nauka", 1987, 225 p. (Russian).
[15]. Boltyanskii V.G. Optimal Control of Discrete Systems. Wiley, New York, 1978.
[16]. Gaishun I.V. Systems with Discrete Time. National Academy of Sciences of Belarus, Institute of Mathematics, Minsk, 2001 (in Russian).
[17]. Gurman V.I. Optimization of discrete systems. ISU, Irkutsk State University, 1976, 116 p. (Russian).
[18]. Gorokhovik V. V., Gorokhovik S. Ya, Marinkovi'c, B. First and second order necessary optimality conditions for a discrete-time optimal control problem with a vector-valued objective function, Positivity, 2013, 17:483-500.
[19]. Jordan B.W., Polak E. Theory of a class of discrete optimal control systems. J. Electron and Control, 1964, v. 17, No 6.
[20]. Moiseev N.N. Elements of theory of optimal systems. M. "Nauka" 1975, 528 p. (Russian).
[21]. Minchenko L.I. On necessary optimality conditions for some classes of discrete control systems. Diff. Uravn. 1976, vol. 12, No 7, pp. 1211-1218 (Russian).
[22]. Mansimov K.B. Discrete systems. Baku, 2013, 151 p. (Russian).
[23]. Mardanov M.J., Melikov T.K. On necessary optimality conditions for discrete control systems. Proceedings of the International Conference devoted to 55 years of the Institute of Mathematics and Mechanics. Baku, 2014, pp. 242-245 (Russian).
[24]. Mardanov M.J., Melikov T.K. A method for studying the optimality of controls in Discrete systems. Proceedings of the institute of Mathematics and Mechanics, 2014, vol. 40, No 2, pp. 3-12.
[25]. Marinkovich B. Optimality conditions in discrete optimal control problems with state constraints. Numer. Funct. Anal. Optim. 2008, 28, pp. 945-955.
[26]. Mordukhovich B.S. Approximation Methods in Problems of Optimization and Control. Nauka, Moscow, 1988 (in Russian).
[27]. Mordukhovich B.S. Variational Analysis and Generalized Differentiation. I: General Theory. Springer, Berlin, 2005.
[28]. Mordukhovich B.S. Variational Analysis and Generalized Differentiation. II: Applications. Springer, Berlin, 2005.
[29]. Propoi A.I. Elements of the Theory of Optimal Discrete Processes. Nauka, Moscow, 1973 (in Russian).
[30]. Melikov T.K. To necessary optimality conditions for distributed parameters systems. Dep. in VINITI, AS of the USSR, No 2637-79, 31 p.

## Misir J. Mardanov, Telman K. Melikov

Institute of Mathematics and Mechanics of NAS of Azerbaijan
9, B.Vahabzade str., AZ 1141, Baku, Azerbaijan
Tel.: (99412) 539-47-20 (off.).
E-mail: misirmardanov@yahoo.com, misir.merdanov@imm.az, t.melik@rambler.ru

Received January 29, 2014; Revised April 23, 2014.

